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MINIMUM WEIGHT 15,000 LBS.
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IN ACCORDANCE WITH MANU-

FACTURER RECOMMENDATION)

TYPICAL PROTECTIVE VEHICLE WITH TMA  (SEE NOTE 1)
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PCMS PORTABLE CHANGEABLE MESSAGE SIGN
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1.

2.

NOTES

W4-2R ~

COMPLIANCE DATE 12/22/13

RURAL ROADS & URBAN ARTERIALS

RURAL ROADS, URBAN ARTERIALS,

RESIDENTIAL & BUSINESS DISTRICTS

35 / 40 MPH

25 / 30 MPH

45 / 55 MPHRURAL ROADS

350’  35/64  

500’  35/64 

SIGN SPACING = X

200’  35/64 

ALL SIGN SPACING MAY BE ADJUSTED TO ACCOMMODATE INTERCHANGE

RAMPS, AT-GRADE INTERSECTIONS, AND DRIVEWAYS.

ALL SIGNS ARE BLACK ON ORANGE UNLESS DESIGNATED OTHERWISE

MINIMUM TAPER LENGTH = L (FEET) 

LEFT AND CENTER LANE
CLOSURE ~ TWO-WAY

LEFT  TURN LANE

STANDARD PLAN K-26.40-01

SHEET 1 OF 1 SHEET

1

1.5 SEC

2

1.5 SEC

FIELD LOCATE IN ADVANCE

OF LANE CLOSURE SIGNING

NO

LEFT

TURN

PCMS
SAMPLE MESSAGE

FOR LOCAL AGENCY USE ONLY

NOT FOR USE ON STATE ROUTES

3.

 LANE WIDTH 10’ MIN. ~ SEE STANDARD PLAN

K-24.20 FOR ALTERNATE ENCROACHMENT

A Protective Vehicle is recommended regardless if a Truck Mounted Attenuator

(TMA) is available; a work vehicle may be used.  When no TMA is used, the

Protective Vehicle shall be strategically located to shield workers, with no specific

Roll-Ahead distance.

Portable Changeable Message Sign (PCMS) ~ recommended.

Prohibit turns as necessary for traffic conditions.

For signs size refer to Manual on Uniform Traffic Control Device (MUTCD)

and WSDOT Sign Fabrication Manual M55-05.
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